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we wroTe The TexTBook  
on reliABiliTy.
30 years of experience in powering school buses has led to the acknowledgment of 
Cummins as the best-in-class engine solution regardless of fuel choice by industry 
experts. The combination of low-cost operation, high reliability, clean operation and 
durability is unsurpassed. The fact that Cummins designs, manufactures and integrates 
every component and sub-assembly into an optimized package is a major contributor to 
precision performance.

Whether you choose a B6.7™ or L9™ diesel or a Cummins Westport B6.7N™ or L9N™ 
natural gas engine, you’re making a smart choice. These engines utilize the same control 
system technology, with engine blocks and major components shared across platforms 
for exceptional strength and ease of service. Plus, each engine is backed by the largest 
parts and certified service network in North America. It’s a total package that has made 
Cummins the industry’s leading engine supplier in Type C and D school buses.
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your FirST Pick Should Be cumminS. 
Feature

B6.7N  
Natural Gas 

Engine

B6.7  
Diesel Engine

B6.7 Engine + 
Procision™ 

 Transmission

L9N  
Natural Gas 

Engine

L9  
Diesel Engine

Certified Emissions 
Level

.08 g NOx/bhp-hr

.000 g PM/bhp-hr
.15 g NOx/bhp-hr
.001 g PM/bhp-hr

.15 g NOx/bhp-hr
.001 g PM/bhp-hr

.02 g NOx/bhp-hr

.002 g PM/bhp-hr
.16 g NOx/bhp-hr
.001 g PM/bhp-hr

Connected 
Diagnostics™

Capable
Yes Yes Yes Yes Yes

Compatible Fuel 
Type

CNG, LNG, RNG
Ultra-Low Sulfur 
Diesel; Paraffinic  

Diesel Fuel

Ultra-Low Sulfur 
Diesel; Paraffinic 

Diesel Fuel
CNG, LNG, RNG

Ultra-Low Sulfur 
Diesel; Paraffinic 

Diesel Fuel

Base Warranty
5 Years/ 

100,000 Miles
5 Years/ 

100,000 Miles
5 Years/ 

100,000 Miles
5 Years/ 

100,000 Miles
5 Years/ 

100,000 Miles

Extended Coverage 5 Year / Unlimited 10 Year / Unlimited

10 Year /  
Unlimited Engine 
7 Year / Unlimited 

Transmission

5 Year / Unlimited 10 Year / Unlimited

cumminS B6.7 And l9 dieSel engineS.
Acceleration is critical when merging into traffic on highways. The exceptional clutch engagement 
and low-end torque of Cummins diesels makes a difference. Peak torque is available at as low as 
1400 rpm all the way up to 2300 rpm in several ratings. The B6.7 comes with 400 lb-ft of clutch 
engagement torque, and the L9 with 500 lb-ft.

clASS-leAding Fuel economy.
The Cummins B6.7 gets between five and eight percent better fuel economy compared to five 
years ago. The L9 gets up to 15 percent better fuel economy than a decade ago. Cummins fuel 
economy leadership has been achieved through continuous improvements and integration to 
ensure superior optimization. 

AFTerTreATmenT Technology ThAT’S 
SimPly BeTTer.
Cummins Single Module™ aftertreatment takes up to 60 percent less space and weighs 30 
percent less than its predecessor. This allows it to be situated closer to the engine for better 
thermal efficiency and fewer regenerations. It is also easier to service than the traditional modular 
aftertreatment due to being confined to a single canister.
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cumminS inTegrATed Power: An 
AdvAnced degree oF inTegrATion.
As the integrated power champion, 
Cummins collaborates with manufacturers 
to maximize all aspects of performance 
through integration. This makes driving 
easier on operators while providing savings 
for municipalities. 

Eaton Cummins Automated Transmission 
Technologies, a Cummins joint venture, 
offers Procision™, the school bus industry’s 
first dual-clutch automatic transmission. 
The Procision offers up to 10 percent 
better fuel economy compared to torque 
converter based transmissions. Together 
with Cummins B6.7 engine, the Procision 

transmission offers industry-leading 
transmission maintenance intervals. 
Advanced driving features including Tap 
Downshifting, Hill Helper, Hill Descent and 
Creep Mode allow comfortable operation for 
drivers of any experience level.

Cummins engines are also integrated 
with Allison’s Pupil Transportation Series™ 
transmissions, which include advanced 
features such as DynActive™ Shifting, 
Neutral at Stop and Acceleration Rate 
Management. Cummins and Allison’s 
collaboration has spanned over 30 years.

cumminS weSTPorT engineS –  
The nATurAl choice.
Clean natural gas combustion combined with the drivability and durability of a Cummins diesel 
is what you get with the B6.7N and L9N Cummins Westport engines. Plus, you have the choice 
of Compressed Natural Gas (CNG), Liquid Natural Gas (LNG) or Renewable Natural Gas (RNG). 
Clean-burning stoichiometric combustion enables the use of a Three-Way Catalyst (TWC) that 
never needs cleaning or replacement.

Torque and acceleration are similar to diesel counterparts. The parts commonality (exceeding 
80 percent) used across Cummins diesel and natural gas platforms drives exceptional 
reliability and durability. 

cerTiFiABly cleAn.
Cummins Westport B6.7N and L9N don’t just meet 
current 2017 EPA standards, they go beyond them. 
Certified at .01 NOx/bhp-hr, the L9N is certified below 
near-zero levels, while the B6.7N certifies below the 
Low-NOx standards at .08 NOx/bhp. To learn more 
about Cummins Westport Natural Gas engines visit 
cumminswestport.com.
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School BuS 
wArrAnTy 
coverAge.
Base engine warranty coverage for Cummins 
and Cummins Westport school bus engines 
includes virtually everything from parts and 
labor on warrantable failures* to limited 
progressive damage for both the engine and 
aftertreatment system, all with no deductible. 
Major components from the block casting, 
to the injectors, to the aftertreatment 
are covered for 5 years/100,000 miles 
(160,935 km), whichever comes first.
*Warrantable failures are those due to defects in Cummins materials or factory workmanship.

SmArTer 
exTended 
coverAge PlAnS.
Cummins offers a wide range of extended 
protection plans, including 10-year extended 
coverage options for most school bus 
engines. Contact your authorized Cummins 
dealer or local service and support location 
for details. 

reAl-Time 
inTelligence.
Drivers have enough to pay attention to 
without being concerned about engine faults. 
In the rare event that one is triggered while in 
operation, it can be diagnosed immediately 
using over-the-air technology on any school 
bus equipped with telematics. The driver and 
dispatcher get a real-time engine fault code 
analysis complete with probable diagnosis 
and a recommended action.
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Cummins Inc. 
Box 3005 
Columbus, IN 47202-3005 
U.S.A.

1-800-CUMMINS™ (1-800-286-6467) 
Internet: cumminsengines.com

Twitter.com/CumminsEngines 
YouTube.com/CumminsEngines

Bulletin 5544100 Printed in U.S.A. 7/18 
©2018 Cummins Inc.

Service 
And 
SuPPorT 
ThAT’S 
AlwAyS on.
Cummins engines are backed 
by the largest and most 
capable parts, service and 
support network in North 
America, with over 3,500 
locations to help keep you up 
and running in a world that’s 
Always On.

Our authorized service 
technicians are fully trained 
on Cummins and Cummins 
Westport engines, and have 
the equipment and Genuine 
Cummins parts to promptly 
handle any service issue.  
Call 1-800-CUMMINS™  
(1-800-286-6467)  
for information and  
service locations.

B6.7 School BuS rATingS 
Engine Model

Advertised HP 
(kW)

Peak Torque  
LB-FT (N•m) @ RPM

Governed 
Speed

B6.7 300 300 (224) 660 (895) @ 1600 2600

B6.7 280 280 (209) 660 (895) @ 1600 2600

B6.7 260 260 (194) 660 (895) @ 1600 2600

B6.7 250 250 (187) 660 (895) @ 1600 2600

B6.7 240 240 (179) 560 (759) @ 1600 2600

B6.7 220 220 (164) 600 (814) @ 1600 2600

B6.7 220 220 (164) 520 (705) @ 1600 2600

B6.7 200 200 (149) 520 (705) @ 1600 2600

B6.7n School BuS rATingS 
Engine Model

Advertised HP 
(kW)

Peak Torque  
LB-FT (N•m) @ RPM

Governed 
Speed

B6.7N 240 240 (179) 560 (759) @ 1600 2600 

B6.7N 220 220 (164) 520 (705) @ 1600 2600 

B6.7N 200 200 (149) 520 (705) @ 1600 2600 

l9 School BuS rATingS 
Engine Model

Advertised HP 
(kW)

Peak Torque  
LB-FT (N•m) @ RPM

Governed 
Speed

L9 350 350 (261) 1000 (1365) @ 1400 2200

L9 330 330 (246) 1000 (1365) @ 1400 2200

L9 300 300 (224)  860 (1166) @ 1300 2200

L9 270 270 (201)  800 (1085) @ 1300 2200

L9 260 260 (194)  860 (1166) @ 1300 2600

l9n School BuS rATingS 
Engine Model

Advertised HP 
(kW)

Peak Torque  
LB-FT (N•m) @ RPM

Governed 
Speed

L9N 300 300 (224) 860 (1166) @ 1300 2200 

L9N 280 280 (209) 900 (1220) @ 1300 2200 

L9N 260 260 (194) 660 (895) @ 1300 2200 

L9N 250 250 (186) 730 (990) @ 1300 2200 
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